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Water & Wastewater Engineering
March 21, 2016 Supply Chain Logistics

Construction Management

Kimberly S. Kolner, AICP , .
McHenry County Planning and Development Environmental Sciences
2200 N. Seminary Ave. Landscape Architecture

Woodstock, IL 60098 Land Planning

RE: BARRINGTON HILLS FARM
NORTH EAST CORNER OF CHURCH AND CHAPEL ROAD
MCHENRY COUNTY, ILLINOIS 60010

Mrs. Kolner,

We are seeking site plan approval for the Barrington Hills Hooved Animal Rescue & Protection Society
(HARPS). The project consists of the development of 21-acres of agricultural property Zoned A-1 in
McHenry County. The proposed development will remain Zoned A-1 and include one primary Stable and
Arena building with two ancillary service buildings. The intent of the project is to provide safe refuge for
abused and neglected horses and to provide boarding for horses as a means to supplement the operation
costs of the horse rescue operation. Please find the following materials for your review and approval:

One (1) Site Plan Review application and check for $400.00
One (1) Tree Inventory Report

One (1) Wetland Assessment Report

One (1) Topographic Survey

One (1) Soil Suitability Report

One (1) Preliminary Septic System Design Plan

One (1) Preliminary Stormwater Report

One (1) Preliminary Stormwater Design Plan

One (1) lllinois Department of Natural Resource EcoCAT Consultation Termination Letter
One (1) lllinois Historical Preservation Society Signoff Letter
One (1) Architectural Elevation Drawings Set

One (1) Stable & Indoor Arena Floor Plan

One (1) Site Lighting Plan and Details

One (1) Entry Signage Plan and Details

One (1) Preliminary Overall Site Plan

One (1) Preliminary Landscape Plan

One (1) Project Description

e ® 6 & @ @ @ © O 66 ©o o o © ©° o @

For your review and signature. If you should have any questions, please do not hesitate to contact me at
847-325-7307 or GChristensen@manhard.com.

Youps truly

MANHARD C rULIING

enn M. Chistensen, RLA, ASLA
enior Planner

Cc: Cesar Lujan, Blackburn Architects
Enclosures

Manhard Consulting, Ltd.
900 Woodlands Parkway ¢ Vernon Hills, lllinois 60081
tel: (847) 634-5550 e fax: (847)B34-0095 ¢ www.manhard.com

Communication: Application and Site Plan (Barrington Hills Farm - Equestrian Facility)
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MCHENRY COUNTY PLANNING AND DEVELOPMENT
2200 N. SEMINARY AVENUE, WOODSTOCK, IL 60098
815-334-4560

4.A.1

Office Use Only

Petition #

APPLICATION FOR ZONING PETITION

OWNER INFORMATION:

Name \)R DA“‘S

Address Bl MEADOW WL Loy

City, st, zip. EPPEIHGTOH  JLIrD1 S CodjO
Daytime Phone 84’7:1/6,‘36"‘1@3

Email

ATTORNEY/ECONTRACTOR INFORMATION (If Applicable):
LD Ppewel.

Name_GLEMM M. Ciig| STEHSEH

address. FOO WaOldeADS Preamps(
city, st, zip MERZra ILLS, 1L, 0D G
phone. A7/ 325- 7557

Email ?’)Cl;’l"b’}m e wuhatd. Com

PARCEL INFORMATION:

Address NOT oy

city_PP¥ YO LS
Parcel/Tax Number 22 — 50 — joco- o2

Zip

ALEONEIH TowysSHh P

Number of Acres :l’ ZZM@

Description of Location

NoZAWELST Catrie. OF CipveL Porw ¥ CHuzer Pop

Applying For: O Reclassification

Current Zoning M, Requested Zoning

{Check all that apply} (1 Conditional Use & Site Plan Review

CUP Request:

[ Variation

Variation Request:

xSite Plan Review

Permit Number:

e ATACED

NARRATIVE: Please use the space below to explain your request in detail. Please feel free to use a separate page for more space.

Forms -

2014

Page 1
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Wherefore, Petitioners pray that the Chairman of the Zoning Board of Appeals or McHenry County

_Hearing Officer sets a date and time for a Public Hearing to be held foy the proposglj request.

S/gnature v

o, o WP Cash M, CRASIESTM

_PrintName Q hp—n. Print Name

é”'\‘_ i

14

VERIFICATION

1Mve, é‘oé“ 'J M ! CHQ B’re“ 9?“ . sworn on oath, hereby verify and

attest to the truth and correctness of all facts, statements and information {resented herein.

Signature Signature
GLENN M. CuarsralseEld
Print Name Print Name

SUBSCRIBED and SWORN to before me
this .2/ dayof _nlasrcH , 2006

O Lomd

ARY PUBLIC

OFFICIAL SEAL
CYNTHIA C BANDY

NOTARY PUBLIC - STATE OF ILLINOIS
MY COMMISSION EXPIRES:09/18/18

Forms - 2014
Page 2
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PLANNING
ARCHITECTURE
INTERIORS

JOHN A. BLACKBURN, ARCHITECT

4.A.1

WASHINGTON, DC SAN FRANCISCO www.blackburnarch.c
1820 N STREET NW 50 CALIFORNIA STREET

WASHINCTON, DC 20036 SUITE 1500

(202) 337-1755 PHONE SANFRANCISCO, CA 9411l

(202) 337-5271 Fax (415) 439-5203 PHONE

(415) 439-5299 FAx

Project Description

Barrington Hills Farm / HARPS

N.E. Corner of Church Road and Chapel Road
Unicorporated Barrington Hills

McHenry County, IL

Overview

Barrington Hills Farm/Hooved Animal Rescue & Protection Society (HARPS) is an equestrian facility
intended to provide safe refuge for abused and neglected horses and to provide boarding for horses as
a means to supplement the operation costs of the horse rescue operation. HARPS is a not-for-profit
organization that has served the Greater Chicago area since 2001.

Project Scope
The project scope and primary building is a design for a 40-stall horse barn (20 for HARPS and 20 for

boarding) with service spaces such as an indoor riding arena to exercise horses during inclement
weather. Other service spaces would include tack room, laundry, wash and groom stalls, stroage for
feed, hay, and bedding, and an out-patient vetinary clinic to provide minor care to abused horses.

Administration spaces will also be included to serve visitors and include spaces like an office, handicap
accessible restrooms, meeting room, and a kitchen for staff.

Secondary buildings would include a storage building for hay and bedding and vehicle garage for
property maintenance equipment. On a second level above the vehicle garage would be a two-
bedroom apartment for staff members who would be present on site 24/7 to care for the horses on the

property.

Site Improvements and Considerations

The overall property is 21-acres bordered by Church Road to the west with neighboring properties to
the north and east. The owner of Barrington Hills Farm is also the owner of the property to the south
of the 21-acre parcel.

The primary structure of the horse stalls with indoor arena would be located towards the eastern edge
of the property accessble by a public entrance on Church Road. A secondary service entrance would
also be included located at the southwestern corner to provide access to deliveries of hay and bedding
and for horse trailers.

Four stormwater ponds would be located at various locations throughout the property with fenced

horse paddocks filling the remainder of the property. Aside from paddock fencing, a fence would
surroung the property on all four sides.

P:\Bhfmcilo1\dwg\_Drawings from Others\Blackburn Architects\Project Description.docx
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egal Description:

THAT PART OF LOT 2 OF THE NORTHWEST QUARTER OF SECTION 30, TOWNSHIP 43 NORTH,
RANGE 9 EAST OF THE THIRD PRINCIPAL MERIDIAN DESCRIBED AS FOLLOWS: COMMENCING AT
A POINT IN THE WEST LINE OF SAID NORTHWEST QUARTER LYING 1,731.10 FEET SOUTH, AS
MEASURED ON SAID LINE, FROM THE NORTHWEST CORNER OF SAID NORTHWEST QUARTER
THEREOF, FOR A POINT OF BEGINNING; THENCE SOUTH ALONG SAID WEST LINE OF SAID
QUARTER SECTION, 907.50 FEET TO THE SOUTHWEST CORNER OF SAID NORTHWEST QUARTER;
THENCE EAST ALONG THE SOUTH LINE OF SAID NORTHWEST QUARTER, 1052.8 FEET TO A
POINT ON THE WEST RIGHT OF WAY LINE OF THE PUBLIC SERVICE COMPANY OF NORTHERN
ILLINOIS; THENCE NORTH ALONG SAID RIGHT OF WAY LINE, A DISTANCE OF 913.00 FEET TO
A POINT LYING 1044.82 FEET EAST FROM THE PLACE OF BEGINNING; THENCE WEST ALONG A
LINE FORMING AN ANGLE OF 90 DEGREES 25 MINUTES 07 SECONDS FROM SOUTH TO WEST WITH
THE LAST DESCRIBED RIGHT OF WAY LINE, A DISTANCE OF 1044.82 FEET TO THE POINT OF
BEGINNING, IN MCHENRY COUNTY, ILLINOIS.

Site Data:

Existing Site Area: 21.76 Acres (948,161 sq. ft.)

Less Church Road Right-of-Way: 0.68 Acres (29,939 sq. ft.)
Net Site Area: 21.08 Acres (918,222 sq. ft.)

Existing Zoning:
Proposed Zoning:

A-1 Agricultural District
A-1 Agricultural District

Setbacks:
Street (Front Yard) Setback: 30 Feet
Side Yard Setback: 30 Feet
Rear Yard Setback: 30 Feet

GRAPHIC SCALE

40 0 20 40 80 160

NORTH

( IN FEET )
1 inch = 40 ft.

© 2015 MANHARD CONSULTING, LTD. ALL RIGHTS RESERVED
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0 30 60

GRAPHIC SCALE : 1" = 30’

SILT FENCE PLAN

NOTES:
1.
2.
3.

4,
5.

6.

I3
Project
Designed

Checked
Approved —_____Date

Mesh Support 6 Square (Max.) Fostener - Min. No. 9 Goage. Wire
4 Per Post Required. (Typ»
10’ Max
(Typ>

2’ Mn

ELEVATION

Filter Fabric

/Dw‘ectlon Of Flow
U d\s'curbed Ground Line
N

Min

FABRIC ANCHOR DETAIL

Top and bottom wires of mesh support shall be min. gage no.S.
Intermediote wires of mesh supports shall be min, gage no. 11,
Temporary sediment fence shall be installed prior to any grading work
in the area to be protected. They shall be maintalined throughout the
construction period and removed in conjunction with the finol grading.
Fliter fobric shall meet the requirements of materlal specification
592 Geotextlle Table 1 or 2, Closs Iwlth equivalent opening size of
at least 30 for nonwoven and S0 for woven.

Fence post shall be either standard steel post or wood post with o
minmum sectlonal area 3.0 sqln.

The mesh support may ke omitted if a maximum of 5 is used for post
post spacing.

US IPRTIENT OF AGRICULTIRE | STH0We Tva 1
e y— Anmmwnns:m: 620
LS

TRENCH DETAIL

SEPTIC SYSTEM DESIGN
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4"¢ PERFORATED
PLASTIC PIPE

3/4” TO 4" DIA. STONE/

/

/
/

/

/

/

DESIGN CRITERIA

ONLY. REFER TO SITE PLAN DRAWING(S) BY

SEPTIC SYSTEM PROFILE SUMMARY OF ANTICIPATED WATER USEAGE OTHERS FOR ALL OTHER ENGINEERING/SITE
(NOT TO SCALE) PLAN RELATED INFORMATION.

MAIN FACILITY

8 EMPLOYEES @ 35 g.p.d. 280 g.p.d. THE EXISTING TOPOGRAPHIC INFORMATION SHOWN HEREON

840 WAS PROVIDED MANHARD CONSULTING LTD.
20 GUESTS / DAY @ 25 g.p.d. 500 g.p.d.

SPECIAL EVENTS 50 GUEST @ 25 g.p.d. NOTE:

SEPTIC SYSTEM DESI

PREPARED BY AND/OR UND »
THIS DRAWING IS FOR SEPTIC SYSTEM DESIGN THE DIRECT SUPERVIS OF%

LEGEND

®=_-___ LF. — 4" DIA. P.V.C. SCHED.

W/SEALED JTS. AT 2.0% MIN.
B)=(2) 1000 GALLON SEPTIC TANKS

40 (OR GREATER)

=_. ___  GALLON CLASS 1 AEROBIC UNIT (CLEARSTREAM, MULTI-FLO,
OR EQUAL) FIBERGLASS OR POLYETHYLENE

®=_-___ LF. — 4" DIA. P.V.C. SCHED. 40 (OR GREATER) AT 1.0% MIN. SLOPE

=_____ LIFT STATION (SEE DETAIL)

=_-___ LF. — 1-1/2" DIA. PVC SCHED. 40 SOLID PLASTIC DISCHARGE

PIPE. PREVENT SIPHON IN FIRST DROP BOX.

G =_- L.F. SEPTIC FIELD

4”¢ PERFORATED PLASTIC PIPE LAID LEVEL IN 36" WIDE TRENCHES.
18" TO 36" DEEP. USE APPROVED DROP BOXES CONNECTED WITH

3 L.F. OF 4" DIA. PVC (SCHED #40) SOLID PIPE.

O= _ L.F. CURTAIN DRAIN AND
4” ¢ SOLID PLASTIC PIPE. PITCH DOWNHILL AT 0.3% MIN. SLOPE

L.F.

AND DISCHARGE TO SURFACE. CONNECT ALL GUTTER

DOWNSPOUTS AND FOOTING TILE SUMP PUMP TO CURTAIN DRAIN.

(__ ) = PROPOSED PIPE INVERT ELEVATION

7] = SOIL PROFILE BORING
~—~— = PROPOSED FINISH CONTOUR

-~~~ = EXISTING CONTOUR

I = SILT FENCE

—=—8— = SEPTIC PROTECTION / CONSTRUCTION FENCE

| GENERAL NOTES

| 10. DELETED.

/ McHENRY COUNTY NOTES

/ / 1. THIS SEPTIC SYSTEM IS NOT DESIGNED TO ACCOMMODATE HOT TUB DISCHARGE.
/
/| / /
/ / /

9‘3\’\@\

\

EXPIRES : 11-30-17

PE 4 NBERG, P.E.
LICEjSED PROFESSIONAL ENGINEER
ILLINDIS NO. 62—28834

\ THIS DESIGN IS BASED UPON (1) THE FIELD CONDITIONS AS THEY WERE ON THE DAY THE PERCOLATION TEST
\ OR TYPING, AND/OR TOPOGRAPHIC INFORMATION WERE OBTAINED, AND (2) DATA FURNISHED BY THE OWNER OR
GENERAL CONTRACTOR OR THEIR REPRESENTATIVE — REGARDING BUILDING SIZE, NUMBER OF BEDROOMS,
| AND/OR PEOPLE WITHIN THE UNIT TO BE SERVED.

\ ANY DEVIATIONS FROM THESE DESIGN CONDITIONS SUCH AS (1) CHANGING THE NUMBER OF BEDROOMS AND/OR

| PEOPLE TO BE SERVED, (2) REDUCING THE PERCOLATION CAPACITY OF THE SOILS — BY RUNNING HEAVY

l EQUIPMENT OVER, OR STOCK PILING BUILDING MATERIAL OR EXCAVATED SOIL ON THE SEEPAGE FIELD AREA, (3)
REDUCING THE EFFECTIVE SEEPAGE FIELD BY — SIGNIFICANTLY CHANGING, ACTUALLY REDUCING, OR COVERING

| THE SEEPAGE FIELD WITH PAVEMENT, (4) DIVERTING GROUND WATER INTO OR OVER THE SEEPAGE FIELD, OR (5)

‘ INTRODUCING OILS AND/OR GREASES INTO THE SEEPAGE FIELD — WILL VOID THIS DESIGN.

!

/ 1. THE CONTRACTOR SHALL NOTIFY ALL UTILITY COMPANIES, AND HAVE ALL EXISTING UTILITY INSTALLATIONS
LOCATED AND STAKED PRIOR TO CONSTRUCTION.

/ 2. ALL BACKFILL USED FOR THE SEEPAGE FIELD TRENCHES SHALL BE POROUS TOPSOIL CONTAINING LITTLE OR
NO CLAY.

/ 3. THE CONTRACTOR SHALL VERIFY ALL EXISTING FIELD CONDITIONS SUCH AS WELL LOCATIONS, HOUSE AND ANY
EXISTING SEPTIC FIELD LOCATIONS, ALL ELEVATIONS PRIOR TO INITIATING ANY CONSTRUCTION.

/ 4. ALL DOWNSPOUTS AND SUMP PUMP SHALL DISCHARGE AWAY FROM THE SEEPAGE FIELD, OR INTO A CURTAIN
DRAIN.

5. ALL INSTALLATIONS SHALL CONFORM TO THE APPROPRIATE REGULATORY AGENCY REQUIREMENTS.

/ 6. PRIOR TO THE START OF ANY BUILDING CONSTRUCTION ACTIVITY A TEMPORARY FENCE SHALL BE CONSTRUCTED
AROUND THE PROPOSED SEEPAGE FIELD AREA.

/ 7. NO SEEPAGE FIELD CONSTRUCTION, OR PLACING OF TOPSOIL IS PERMITTED UPON WET OR FROZEN GROUND.
| 8. NO LAWN IRRIGATION SYSTEMS MAY BE INSTALLED WITHIN 25' OF THE SEPTIC SEEPAGE FIELD AREA.

/ 9. SEPTIC CONTRACTOR IS TO NOTIFY DESIGN ENGINEER AND COUNTY REPRESENTATIVE 48—HOURS IN ADVANCE OF
| CONSTRUCTION TO REVIEW AND INSPECT INSTALLATION PRIOR TO COMMENCEMENT OF ANY BACKFILLING.

11. THE INSTALLER AND/OR SUPPLIER OF THE AERATION UNIT SHALL PROVIDE THE HOMEOWNER WITH THE
REQUIRED WARRANTY INFORMATION AND OWNERS MANUALS FOR THE AERATION UNIT. IT IS THE HOMEOWNER'S
RESPONSIBILITY TO READ THESE MANUALS AND USE THE SYSTEM AS IT WAS INTENDED AND IN A RESPONSIBLE

| MANNER. THE INSTALLER AND/OR SUPPLIER SHALL SERVICE THE UNIT ACCORDING TO THE WARRANTY TERMS OF
THE PARTICULAR UNIT. AFTER THE INITIAL WARRANTY PERIOD, IT IS THE INSTALLER OR APPROVED SERVICE

| ORGANIZATIONS RESPONSIBILITY TO OFFER A CONTINUED MAINTENANCE CONTRACT TO THE HOMEOWNER. IT IS THE

| HOMEOWNER'’S RESPONSIBILITY TO PURCHASE SAID MAINTENANCE CONTRACT FROM AN APPROVED SERVICE

/ COMPANY FOR THE PARTICULAR UNIT TO INSURE THE CONTINUED SATISFACTORY OPERATION OF THE AERATION
UNIT.

12. PROPOSED UTILITIES SHALL BE INSTALLED A MINIMUM DISTANCE OF 5.0 FEET FROM SEPTIC COMPONENTS.

2. THE PROPOSED HOUSE AND SEPTIC SYSTEM ARE NOT LOCATED IN[ FLOOD HAZARD AREA.

pd

(no other activities or showering EXISTING UTILITIES:  WHEN THE PLANS OR SPECIAL PROVISIONS
. . INCLUDE INFORMATION PERTAINING TO THE LOCATION OF
will occur on day of special events) UNDERGROUND UTILITIES SUCH INFORMATION REPRESENTS ONLY
THE OPINION OF THE ENGINEER AS TO THE LOCATION OF SUCH
UTILITIES AND IS ONLY INCLUDED FOR THE CONVENIENCE OF THE
830 BIDDER. THE ENGINEER AND OWNER ASSUME NO RESPONSIBILITY

WHATSOEVER IN RESPECT TO THE SUFFICIENCY OR ACCURACY OF
MAIN FACILTY TOTAL

SEPTIC SYSTEM DESIGN

BARRINGTON HILLS FARMS AT CHAPEL RD. & CHURCH RD.

780 g.p.d. THE INFORMATION SHOWN ON THE PLANS RELATIVE TO THE
= 2.1 UNDERGROUND UTILITY FACILITIES. IT SHALL BE THE
< 4 CONTRACTOR'S RESPONSIBILTY TO OBTAIN FROM THE RESPECTIVE

UTILITY COMPANIES, DETAILED INFORMATION RELATIVE TO THE
371.4 L.F. LOCATION OF THEIR FACILITIES.

CONTRACTOR IS RESPONSIBLE FOR CONTACTING J.U.L.LE. AT

QA?SEPTIC DESIGN

SCALE: 1° = 30’

DATE: 2-24-2016

1-800—-892—-0123 AND MUST OBTAIN A DIG NUMBER AT LEAST 72
HOURS PRIOR TO ANY WORK BEING DONE. DISK: 160219

FILE NM. 16010SEP FILE NM. N/A PAC. NO. N/A

DRAWN BY: MWR

820 WATCHMAN BUILDING ( 2 BEDROOMS ) + 234 LF. CLIENT:
HLC SEPTIC DESIGN IS A SERIES OF HERITAGE LAND CONSULTANTS, LLC,
AN [LLINOIS LIMITED LIABILITY COMPANY. BHFW, LLC

ADDRESS:
CHURCH ROAD

TOTAL MAIN FACILITY & WATCHMAN BUILDING

606 L.F. FIELD REQUIRED ILLINOIS PROFESSIONAL LAND SURVEYOR AND PROFESSIONAL ENGINEERING

DESIGN FIRM CORPORATION LICENSE NO. 184.004955 EXPIRES : 04-30-2017

BARRINGTON HILLS, IL

CHECKED BY: PAF

JOB NUMBER:
2016—-010 SEP

Surveying
Engineering

HLC SEPTIC DESIGN

758 RIDGEVIEW DRIVE
McHENRY, ILLINOIS 60050
(815) 344-3252

C B
Septic Design

HERITAGE
LAND
CONSULTANTS
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4.A.1

‘A’ - Path Bollard

Aluminum Bollard (RB30) specification Sheet

Project Name: Location: MFG: Philips Hadco

Fixture Type: Catalog No.: Qty:

Ordering Guide

Example: RB30 A AO 70S E

Product Code | RB30 Aluminum Bollard
Finish A Black

H Bronze
Lens AO Clear, Symmetric
Wattage 70S 70W HPS

100S 100W HPS

70H 70W MH

100H 100W MH

508 50W HPS

50H 50W MH

42F 42W CFL

100l 100W INC
Voltage E 120V

F 208V

G 240V

H 277V

K 347V

Specifications

HOUSING:
Die-cast aluminum. Constructed of 5" diameter extruded aluminum (1/8" wall). Head assembly is mounted to lower housing with three (3) stainless steel screws. Fasteners are
300 series stainless steel. Gasketing is silicone.

FINISH:

Optional CraftStone™ finish is highly weather-resistant and bonded to the aluminum substrate. Thermoset polyester powdercoat is electrostatically applied after a five-stage
conversion cleaning process and bonded by heat fusion thermosetting. Laboratory tested for superior weatherability and fade resistance in accordance with ASTM B117
specifications.

OPTICAL ASSEMBLY:
Clear molded glass lens. Highly reflective white paint on spun aluminum rings, mounted on the underside of louvers.

ELECTRICAL ASSEMBLY:
26W Fluorescent socket is a GX24Q-3 base. 32W Fluorescent socket is a GX24Q-3 base. 42W Fluorescent socket is a GX24Q-4 base. Standard quad-volt core and coil
mounted on removable ballast bracket, with quick connect harness, high power factor, dipped in moisture-resistant epoxy coating. Fluorescent uses electronic ballasts.

BALLAST:
HID ballasts are HPF core and coil, factory wired and tested, mounted to a key-slotted removable tray with quick disconnect for easy installation. Ballasts shall provide +/-5% lamp
power regulation with +/-10% input voltage regulation. Fluorescent ballast is electronic (-20° F cold weather start).

INSTALLATION & MOUNTING:

VOLTAGE CAUTION: Some local interpretation of the NEC Section 210-6 only permit the use of 120 volt fixtures when they are mounted below 8'. Check with local authorities
before specifying alternate voltages. Lower casting is secured to anchor foundation by three (3) galvanized steel bolts and nuts. Before installing anchor bolts, contact factory for
latest mounting template.

WARRANTY:
Three-year limited warranty.

1ISO 9001:2008 Registered Page 1 of 2

pH I I.I ps Note: Philips reserves the right to modify the above details to reflect changes in the cost of materials and/or production and/or design without prior notice.

100 Craftway Drive, Littlestown, PA 17340 | P: +1-717-359-7131 F: +1-717-359-9289 | http://www.hadco.com | Copyright 2013 Philips
HW2

‘B’ - Signage Light

LED Aluminum Bullyte (B3) specification Sheet

Project Name: Location: MFG: Philips Hadco

Fixture Type: Catalog No.: Qty:

Ordering Guide

Example: B3 A LED13 NF W

9-1/2" Product Code | B3 LED Aluminum Bullyte
[241 mm] [?3_2/:"6":] Finish ﬁ g:'iikze
G Verde
Source/Lumeng LED13 13W LED *2
Optics NF Narrow Flood
CCT w Warm

*1 Lamp will be shipped with fixture, but not installed. Lamp not sold separately.
*2 13W LED only available in (W) warm CCT and (NF) narrow flood optics.

2-5/16"
59 mm

—

Specifications

HOUSING:
Die-cast aluminum. Fully-adjustable swivel arm with vibration-proof locking teeth. Gasketing is silicone. Fasteners are 300 series stainless steel. Fully rotatable shroud,
gasketed, cast aluminum. 2" NPS male threads to screw onto accessory mounting stake or junction box, sold separately.

FINISH:
Thermoset polyester powdercoat is electrostatically applied after a five-stage conversion cleaning process and bonded by heat fusion thermosetting.

OPTICAL ASSEMBLY:
Clear tempered glass affixed at 10° angle for natural cleaning.

LAMPING:
13W lamp with 25° beam spread. 25,000 hours life. Color temperature (CCT): warm white (2,700K nominal). No Mercury.

ELECTRICAL ASSEMBLY:
4kv rated porcelain mini-can base. Nickel-plated screw shell with center contact.

WARRANTY:
Three-year limited warranty.

CERTIFICATIONS:
ETL listed to U.S. safety standards for wet locations. cETL listed to Canadian safety standards for wet locations. Manufactured to ISO 9001:2008 Standards.

Width:
55/16" (135mm)

Length:

9 1/2" (241mm)

Max. Weight:

2.96 Ib.

ISO 9001:2008 Registered Page 1 of 1

pH I I.I ps Note: Philips reserves the right to modify the above details to reflect changes in the cost of materials and/or production and/or design without prior notice.
100 Craftway Drive, Littlestown, PA 17340 | P: +1-717-359-7131 F: +1-717-359-9289 | http://www.hadco.com | Copyright 2013 Philips
HW2

‘C’ - Building Sconce

CATALOG NO.

TYPE NO. JOB NAME

Xpressives Series

Medium and Large Deep Dome
(HID, Incandescent and Compact Fluorescent)

Ideal for restaurants, taverns or nightclubs, food courts,
atriums or plazas, malls, retail outlets, stores, athletic clubs and
facilities, theatres, arenas, stadiums and amusement parks.
Spun aluminum shade standard.

Precision die-cast aluminum electrical cap attaches to shade
via keyhole slots. Cap locks into place using set screw, and
two-piece shade/cap assembly attaches to cord or pipe.
Corrosion-resistant Duraplex Il polyester powder-coated
finish with optional designer finishes available.

Remote or surface ballast mounting with a porcelain 4KV
pulse rated socket. Most fixtures furnished with 96" leads
with a maximum distance for electronic HID is 5’ from ballast
to lamp.

Corrosion-resistant Duraplex Il white polyester powder-
coated reflector finish standard except for metallic textured
finishes having the same both sides.

Y2" or %" NPS aluminum stem/goosenecks are schedule 40
with no exposed threads.

Straight or coil white cord available in 18/3 SJTOW.

Wall plate/ballast box made from die cast aluminum.

CSA listed for wet locations.

See page 2 for ordering information
- See arm specification sheet for arm styles
See mounting specification sheet for mounting components

s p® Listed for wet locations

TECHNICAL INFORMATION

o 413" - — 5.5"—

g} 13

9.72" L. _ l
1255 0 <L ~

‘ 16.1" ‘

20.3"

© 2013 Koninklijke Philips Electronics N.V. All rights reserved. pH I ll ps

Specifications are subject to change without notice.

www.philips.com/luminaires
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WASHINGTON, DC www.blackburnarch.com

1820 N STREET NW
WASHINGTON, DC 20036
(202) 337-1755 PHONE
(202)337-5271  FAx

All ideas, designs, arrangements and plans indicated or represented by this
drawing are property of Blackburn Architects, PC,; created, evolved, and
developed for use on and in connection with the specific project. These ideas,
design arrangements and/or plans shall not be used by or disclosed to any person,
firm or corporation for any purpose without written permission from Blackburn
Architects, P.C.. Written dimensions on these drawings shall have precedence over
scaled dimensions. Contractors shall verify and be responsible for all dimensions

and conditions on the job. This office must be notified of any variations from the
dimensions and conditions shown on these drawings.

© Blackburn Architects, P.C.
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FLOOR PLAN LEGEND

FLOOR PLAN NOTES

I—

WOOD FRAMED WALL WITH
BATT INSULATION (SOUND
BATTS IN INTERIOR WALLS)

WOOD FRAMED WALL
WITHOUT INSULATION

CONCRETE SLAB (BROOM
FINISH )

WOOD FLOOR
(VERIFY TYPE WITH
ARCHITECT)

3/4" THICK, NON-SLIP,
INTERLOCKING RUBBER MAT

1 3/4" THICK INTERLOCKING
RECYCLED RUBBER BRICK
PAVERS

1. SEE SHEET AO-1 FOR GENERAL NOTES, SYMBOLS &

ABBREVIATIONS.

. SEEWALL SECTIONS FOR WALL TYPE DESCRIPTIONS.

. SEE SHEET A9-1 FOR DOOR & WINDOW SCHEDULES & RELATED

DETAILS.

. SEE STRUCTURAL DRAWINGS FOR STRUCTURAL MEMBER

SIZES, SPACING, AND LOCATIONS.

. ALL APPLIANCES, PLUMBING FIXTURES, & HARDWARE TO BE

SELECTED & PROVIDED BY OWNER.

. PROVIDE FIRE SAFING AT ALL PENETRATIONS THROUGH RATED

WALLS.

. PROVIDE A 5LB DRY CHEMICAL FIRE EXTINGUISHER - WALL

MOUNT 4'-0" AFF ADJACENT TO AISLE DOOR OPENINGS @
EACH END.

. CONSTRUCT ALL WALLS TO UNDERSIDE OF THE STRUCTURAL

FRAMING- UNLESS NOTED OTHERWISE. FRAME WALLS WITH
ALL POSTS INDICATED ON STRUCTURAL DRAWINGS.

9. ALL INTERIOR GYPSUM BOARD WALLS TO HAVE CONTROL

JOINTS AT 30'-0" OC MAX.

10. GUARD RAILS TO BE 42" MIN HEIGHT. OPENINGS IN

INTERMEDIATE RAILS NOT TO EXCEED 3.5" IN WIDTH. SECURE
TO FRAMING W/ CONCEALED NON-CORROSIVE FASTENERS.

11. PROVIDE WOOD BLOCKING IN WALLS AS REQUIRED. ITEMS
REQUIRING BLOCKING INCLUDE, BUT NOT TO LIMTED TO, ARE:

A.WALL MOUNTED APPLICANCES

B. WALL MOUNTED PLUMBING FIXTURES

C. WALL MOUNTED BATHROOM ACCESSORIES

D. WALL MOUNTED WALL CABINETS

E. SHELVING

F. WALL MOUNTED TACK HOOKS & SADDLE RACKS
G. FIRE EXTINGUISHERS

12. ALL EQUINE DOOR, SCREENS, & STALL FRONTS TO BE

PROVIDED BY LUCAS EQUINE EQUIPMENT (859-234-6920) OR
APPROVED EQUAL. ALL FASTENER HEADS TO BE POWDER-
COATED TO MATCH ADJACENT FINISH.

14.

15.

. TYP EXTERIOR WALL CONSTRUCTION:

HARDI PANEL LAP SIDING OVER TYVEK HOMEWRAP OVER
3/4" PLYWOOD SHEATHING OVER 2x6 WOOD FRAMING
(STUDS @ 16" OC MAX) W/ BATT INSULATION OVER VAPOR
BARRIER OVER INTERIOR FINISH.

TYP EXTERIOR STALL WALL CONSTRUCTION:

HARDI PANEL BOARD AND BATTEN SIDING W/ BATTENS @ 12"
OC MAX OVER TYVEK HOMEWRAP OVER 3/4" PLYWOOD
SHEATHING OVER 2x6 WOOD GIRTS OVER VAPOR BARRIER
OVER INTERIOR FINISH - SEETYP TYVEK DETAIL 5/A6-1

TYP WOOD POSTS & CONNECTIONS:

ALLWOOD POSTS TO BE 8X8 DOUGLAS FIR (STAIN) W/ 3/4"
CHAMFERED EDGES AT ALL EXPOSED EDGES BELOW 8'-0"
AFF. ALL COLUMN BASES, CAPS & MISCWOOD
CONNECTIONS TO BE 3/16" THICK POWDER-COATED STEEL
W/ 5/8" DIA.THROUGH BOLTS. VERIFY ALL WOOD
CONNECTIONS W/ A STRUCTURAL ENGINEER.

16.

17.

18.

19.

TYP AISLE FLOOR CONSTRUCTION:
1 3/4" INTERLOCKING, RECYCLED RUBBER BRICKS OVER
CONCRETE.

TYP STALL FLOOR CONSTRUCTION:
3/4" THICK, NON-SLIP, INTERLOCKING RUBBER MATS OVER
CONCRETE.

TYP WASH STALL FLOOR CONSTRUCTION:

3/4" THICK, NON-SLIP, INTERLOCKING RUBBER MATS OVER
CONC SLAB. SLOPE SLAB 1/4" PER FOOT TO RECESSED FLOOR
DRAIN W/ SEDIMENT BUCKET- DRAIN TO DAYLIGHT.
PERFORATE RUBBER MAT COVERING DRAIN W/ 1/4" DIA
HOLES @ 3/4" MAX. CENTERS IN A STAGGERED PATTERN.

TYP CONC FLOOR CONSTRUCTION:

4" THICK, CLEAR-SEALED, TROWEL-FINISH, CONCRETE SLAB
OVER VAPOR BARRIER OVER 4" GRAVEL. VERIFY W/ A
STRUCTURAL ENGINEER.

20.

21.

22.

23.

TYP STALL KICKWALL CONSTRUCTION:

HORIZ 2x6 PINE BOARDS (STAIN ALL FOUR (4) SIDES) OVER
FRAMING. TOP OF KICKWALL IS 4'-0" AFF. BOTTOM THREE (3)
BOARDS TO BE PRESERV TREATED. USE RECOMMENDED
SCREWS AND COUNTERSINK TO PROVIDE NO EXPOSED
FASTENERS IN STALLS.

TYP INTERIOR WALL FINISH:
SEE BUILDING SECTIONS AND INTERIOR ELEVATIONS

FLY SPRAY SYSTEM:

LOCATE FLY SPRAY WQUIPMENT IN UTILITY ROOM (A101 &
A135) AND LAYOUT PIPING TO CONCEAL ALL RUNS - VERIFY
W/ DESIGNER.

INSTALL UTILITY METERS AND ELECTRICAL PANELS PER CODE.

24, ALL RECEPTACLES THROUGHOUT BARN AND EXTERIOR

LOCATIONS TO BE GFCI OUTLETS. ALL SWITCHES TO BE
ROCKERTYPE - VERIFY W/ OWNER. PROVIDE EXPLOSIVE
PROOF SWITCHES & OUTLETS WHERE REQUIRED BY CODE.

25. ALL ELECTRICAL & PLUMBING LINES:
ALL PIPING & ELECTRICAL LOCATIONS SHOWN IN THESE
DRAWINGS ARE DIAGRAMMATIC. CONTRACTORS SHALL
COORDINATE WITH ALL TRADES TO VERIFY EXACT ROUTING
PRIORTO START OF WORK. ALL ELECTRICAL AND PLUMBING
SHALL BE INSTALLED ABOVE GROUND IN A CONCEALED
MANNER WHERE POSSIBLE, UNLESS NOTED OTHERWISE. ALL
WIRING TO BE IN BX CABLE OR METAL CONDUIT & INSTALLED
IN COMPLIANCE WITH ELECTRICAL AND ALL LOCAL CODES.
RUN LINES ALONG BACK SIDE OF STALL FRONT FRAMING. NO
LINES TO BE EXPOSED ON AISLE SIDE.
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MATERIAL LEGEND

GENERAL NOTES

ELEVATION NOTES

COMPOSITION LAP SIDING

GLAZING

STANDING SEAM MTL ROOF

L LT ] CONCRETE MASONRY, PAINTED

BIM Server: bim.blackburnarch.com - BIM Server 19/Davis/160108 - Davis Master Plan

1. HORIZONTAL LAP SIDING (PAINT) - SEE SHEET A1-1 FOR INFO

2. EXTERIOR WALLS SHALL BE APPROVED NON- COMBUSTABLE MATERIAL,
IGNITION-RESISTNANT MATERIAL OR HEAVY TIMBER AND SHALL EXTEND
FROM THE TOP OF THE FOUNDATION TO THE ROOF W/ SOLID WOOD
BLOCKING BETWEEN RAFTERS AT ALL ROOF OVERHANGS. - SEE CBC

SECTION 704A.3

3. ALL EXTERIOR WALL OPENINGS, WALL VETNS, GLAZING & DOOR

ASSEMBLIES SHALL CONFIRM TO CBC SECTION 704.A.3

4. ALL EAVES AND SOFFITS SHALL MEET THE REQUIREMENTS OF SFM 12-7A-3
OR SHALL BE PROTECTED BY IGNITION-RESISTANT MATERIALS OR
NONCOMBUSTIBLE CONSTRUCTION ON THE EXPOSED UNDERSIDE PER CBC

SECTION 704A.2.3

1 HARDIEPLANK LAP SIDING - 7.25" (6" EXPOSURE)

SMOOTH, ARCTIC WHITE

2 HARDIETRIM SUB SILL WINDOW PROFILE - ARTCIC WHITE

3 HARDIETRIM DRIP CAP - ARCTIC WHITE

4 HARDIETRIM 5/4 SMOOTH - 7.25", ARCTIC WHITE

5 HARDIETRIM 5/4 SMOOTH - 4.5", ARCTIC WHITE

6 HARDIETRIM 5/4 SMOOTH - 9.25", ARCTIC WHITE

7 HARDIEPANEL SMOOTH - ARCTIC WHITE

10

11

12

13

14

STANDING SEAM METAL ROOF

METAL RAIL SNOW GUARD

POLYCARBONITE AND ALUMINUM FRAME SKYLIGHT
ASSEMBLY

MTL CLAD WOOD WINDOW - SEE WINDOW SCHEDULE

OVERHEAD DOCOR - SEE DOOR SCHEDULE

STL FRAME SLIDING DOOR W/ OVERHEHAD TRACK -
SEE DOOR SCHEDULE

CONCRETE MASONRY UNIT - PAINTED

15

16

17

18

19

20

21

6" HALF ROUND GALVANIZED GUTTER

6" HALF ROUND GALVANIZED DOWNSPOUT

MTL LOUVER W/ OPERABLE DAMPER - SEE WINDOW SCHEDULE

GOOSENECK LIGHT FIXTURE - SEE REFLECTED CEILING PLAN

STEEL FRAMED DUTCH DOOR W/T&G WOOD INFILL

STEEL FRAMED DOOR W/T&G WOOD INFILL

SNOW GUARDS

TITLE

ELEVATIONS
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2 SCALE: 3/32" = 1'-0"
MATERIAL LEGEND GENERAL NOTES ELEVATION NOTES
COMPOSITION LAP SIDING 1. HORIZONTAL LAP SIDING (PAINT) - SEE SHEET A1-1 FOR INFO 1 HARDIEPLANK LAP SIDING - 7.25" (6" EXPOSURE) 8 STANDING SEAM METAL ROOF 15 6" HALF ROUND GALVANIZED GUTTER
SMOOTH, ARCTIC WHITE
2. EXTERIOR WALLS SHALL BE APPROVED NON- COMBUSTABLE MATERIAL, Y
IGNITION-RESISTNANT MATERIAL OR HEAVY TIMBER AND SHALL EXTEND 2 HARDIETRIM SUB SILL WINDOW PROFILE - ARTCICWHITE 9 METAL RAIL SNOW GUARD 16 6" HALF ROUND GALVANIZED DOWNSPOUT
GLAZING FROM THE TOP OF THE FOUNDATION TO THE ROOF W/ SOLID WOOD
BLOCKING BETWEEN RAFTERS AT ALL ROOF OVERHANGS. - SEE CBC 3 HARDIETRIM DRIP CAP - ARCTIC WHITE 10 POLYCARBONITE AND ALUMINUM FRAME SKYLIGHT 17 MTL LOUVER W/ OPERABLE DAMPER - SEE WINDOW SCHEDULE
SECTION 704A.3 ASSEMBLY
STANDING SEAM MTL ROOF 4 HARDIETRIM 5/4 SMOQOTH - 7.25", ARCTIC WHITE 11 MTL CLAD WOOD WINDOW - SEE WINDOW SCHEDULE 18 GOOSENECK LIGHT FIXTURE - SEE REFLECTED CEILING PLAN
3. ALL EXTERIOR WALL OPENINGS, WALL VETNS, GLAZING & DOOR
ASSEMBLIES SHALL CONFIRM TO CBC SECTION 704.A.3 5| HARDIETRIM 5/4 SMOOTH - 4.5, ARCTIC WHITE 12|  OVERHEAD DOOR - SEE DOOR SCHEDULE 19|  STEEL FRAMED DUTCH DOOR W/T&G WOOD INFILL
L T T 1
T 1 1| CONCRETE MASONRY, PAINTED 4. ALL EAVES AND SOFFITS SHALL MEET THE REQUIREMENTS OF SFM 12-7A-3 . STL FRAME SLIDING DOOR W/ OVERHEHAD TRACK -
NONCOMBUSTIBLE CONSTRUCTION ON THE EXPOSED UNDERSIDE PER CBC
SECTION 704A.2.3 7 HARDIEPANEL SMOOTH - ARCTIC WHITE 14 CONCRETE MASONRY UNIT - PAINTED 21 SNOW GUARDS
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BLOCKING BETWEEN RAFTERS AT ALL ROOE OVERHANGS. - SEE CBC 3 HARDIETRIM DRIP CAP - ARCTIC WHITE 10/ POLYCARBONITE AND ALUMINUM FRAME SKYLIGHT 17|  MTLLOUVER W/ OPERABLE DAMPER - SEE WINDOW SCHEDULE
SECTION 704A.3 ASSEMBLY
4 HARDIETRIM 5/4 SMOOTH - 7.25", ARCTIC WHITE 11 MTL CLAD WOOD WINDOW - SEE WINDOW SCHEDULE 18| GOOSENECK LIGHT FIXTURE - SEE REFLECTED CEILING PLAN
STANDING SEAM MTL ROOF 3. ALL EXTERIOR WALL OPENINGS, WALL VETNS, GLAZING & DOOR SHEET NUMBER
ASSEMBLIES SHALL CONFIRM TO CBC SECTION 704.A.3 5 HARDIETRIM 5/4 SMOOTH - 4.5" ARCTIC WHITE 12|  OVERHEAD DOOR - SEE DOOR SCHEDULE 19|  STEEL FRAMED DUTCH DOOR W/T&G WOOD INFILL
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NONCOMBUSTIBLE CONSTRUCTION ON THE EXPOSED UNDERSIDE PER CBC
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McHenry County

Department of Planning and DEVEIOPment www.co.mchenry.il.us/plandev
OFFICE: McHenry County Admin. Bldg. MAIL: 2200 N. Seminary Ave. EMAIL: plandev@co.mchenry.il.us
667 Ware Road, Woodstock, lllinois Woodstock, lllinois 60098 P: 815-334-4560  F: 815-337-3720
MEMORANDUM
FROM: McHenry County Planning & Development — Water Resources Division (JSC)
TO: Dennis Sandquist
DATE: April 14, 2016

REGARDING: Staff Plat Review Committee Comments - Barrington Hills Farm Equestrian Facility

4.A.2

Based on my review of the provided information for the Staff Plat Review Committee Meeting
on April 20, 2016, | have the following comments based on the McHenry County Stormwater
Management Ordinance (SMO):

1. As currently submitted, Water Resources has no comments on the submittal.

Additional comments may likely be generated once a full plan set and stormwater calculations
are received. If revisions to the site plan are necessary based on other department comments
(e.g., environmental health) additional comments may be generated.

For future submittals based on SMO requirements, please keep the following comments in
mind:

1. Astatement shall be submitted, which is signed by the licensed professional engineer
that prepared the development plans, rendering an opinion that the development plans
meet the minimum requirements of the Stormwater Management Ordinance. (Article
V, Section E.3.a)

2. Afull soil erosion and sediment control plan, including details and standard notes, shall
be included in the submittal. Please note the area of disturbance will be greater than
one acre, so a ILR10 permit from the IEPA will be required.

3. A permit or other documentation from the Village of Barrington Hills allowing the
construction of two entrances off Church Road.

4. Adrain tile survey for the site shall be submitted. Observation wells, or similar
structures for inspecting and maintaining drain tiles, shall be installed at any point
where an existing drain tile flows into or out of a development site. Maintenance access
shall be provided to the observation well through a deed or plat restriction for regulated
development disturbing 5 acres or more. (Article VI, Section B.3.e)

5. The total calculated release rate shall account for all detention basins and all disturbed,
undetained areas (southern portion of the site adjacent Stormwater Basin #3 and
adjacent Church Road). All releases shall be less than or equal to either of the options
below, whichever is more restrictive:

a. The existing conditions peak runoff rate, or

O:\STORMWATER\STAFF PLAT\Memo Barrington Hills Farm.docx
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4.A.2

Staff Plat Review Committee Comments — Barrington Hills Farm Equestrian Facility
April 14, 2016
Page 2

b. 0.04 cfs/ac for the 2-year, 24-hour storm and 0.15 cfs/ac for the 100-year, 24-
hour storm.

6. Provide documentation as to the methodology used to design the stormwater detention
basins. The NIPC chart in Appendix 6 of the SMO utilizes different parameters to
calculate volumes.

7. Provide documentation as to how the site will maintain a B type soil throughout the site
while the design shows some areas of fill volume greater than five feet. Alternatively,
provide revised calculations showing increasing the soil type to a C soil in the mass
graded areas.

8. Verify the presence of depressional storage on the southern edge of the development
near Stormwater Basin #3. Compensatory storage for flood storage volume lost shall be
accounted for in either a detention basin or a new depressional storage area.

9. Recorded deed/plat restrictions will be required for all wetlands and buffers throughout
the development, if present.

10. A recorded maintenance plan will be required for all wetlands, buffers and the
stormwater management system throughout the development, as necessary.

11. Please note, as-built plans will be required for the stormwater management facilities.

Communication: Stormwater Comments (Barrington Hills Farm - Equestrian Facility)
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McHenry County

4.A.3

Department of Planning and Development www.co.mchenry.il.us/plandev

OFFICE: McHenry County Admin. Bldg. MAIL: 2200 N. Seminary Ave. EMAIL: plandev@co.mchenry.il

.Us

667 Ware Road, Woodstock, lllinois Woodstock, lllinois 60098 P: 815-334-4560 F: 815-337-3720

Barrington Hills Farm “Horse Stable/Animal Care Shelter/Horse Arena”

Zoning Enforcement Officer Site Plan Review
Staff Plat Review Committee
April 20, 2016

‘ Existing Conditional Use Permit Standards

VI Not applicable.

‘ General Site Plan Review Standards (UDO Article 5) ‘

VI No comments.

‘ Overlay District Standards (UDO Article 13) ‘

Project is within the SARA Overlay district. About 40% of the site contains soils identified by the SARA

map as having a high potential for aquifer contamination.

V' “The maximum impervious surface coverage is limited to... 50%" (13.3.E.2). The proposed
development will result in less than 20% impervious surface.

Use Standards (UDO Article 14) |

The project consists of four uses in combination: Horse Stable, Horse Arena, Animal Care Shelter,
Residence—only one of which, Horse Stable, has any specific standards in the UDO.

Standards related to horses are restricted to minimum parcel size requirements (14.3.V. and 14.5.G).

V] Minimum parcel size (5 acres) is met allowing for the keeping of horses (without limit as to th
number) as well as erection of a horse stable and other equestrian facilities.

There is a two-bedroom residence identified in the project narrative for caretakers.

[V] This use is allowed because the residence is present only to support the agricultural use.
Therefore, the residence is deemed to be an extension of the agricultural use of the property.

Required setbacks for structures are met, with the exception of the fence along Church Road.

e

The fence along Church Road is shown inside the right-of-way. This is prohibited under Section

14.5.H.3.b.

% Section 14.5.H.3.a requires that “the finished side of all fences shall face away from the lot or

parcel on which it is located.”

M=Standard is satisfied =Standard is not satisfied ®=More information needed *:Reminder/advisory

Communication: Planning Comments (Barrington Hills Farm - Equestrian Facility)
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4.A.3

‘ Site Development Standards (UDO Article 15) ‘

V] Exterior lighting is identified on the site plan and shown as fully shielded meeting the standards
of Section 15.2.A.

| Parking (UDO Article 16) ‘

V] There are parking space minimums for offices and animal care shelters. A rough estimate of those
portions of the building came to 19 spaces. The site plan provides for 24 spaces, including 2
handicap spaces. There are no specific parking requirements for horse stables. (Table 16-1)

V] Aisle width and stall depth sufficient for head-in parking. (Figure 16-1)

<& Stall width not able to be calculated. Minimum 9 feet. (Figure 16-1)

‘ Landscaping and Screening (UDO Article 17) ‘

M Parking lot perimeter landscape is not required as the lot does not abut a public street. (17.6.)

V] Interior parking lot landscape is not required as the property is in an agricultural zoning district.
(17.7)

| signs (UDO Article 18) |

M Two signs proposed. Each is in compliance with height, square footage, spacing requirements, and
front lot line setbacks.(Table 18-1 and 18.11.B) Note: Sign permits will be required.

Sign at the service entrance meets the definition of ‘pole ground sign,” which is not allowed to be
externally illuminated. (18.11.B.4.) Lowering the bottom of the sign to no more than 18" above
grade will make this a ‘monument ground sign,” which does allow for external illumination.

M=Standard is satisfied =Standard is not satisfied ®=More information needed *:Reminder/advisory

Communication: Planning Comments (Barrington Hills Farm - Equestrian Facility)
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McHenry County
Department of Planning and Development

4.A.4

www.co.mchenry.il.us/plandev

To: Darrell Moore

From: Adam P. Wallen, Building Enforcement Officer

Date: April 15, 2016

OFFICE: McHenry County Admin. Bldg.
667 Ware Road, Woodstock, lllinois

MAIL: 2200 N. Seminary Ave.
Woodstock, lllinois 60098

MEMORANDUM

EMAIL: plandev@co.mchenry.il.us
F: 815-337-3720

P: 815-334-4560

Re: Staff Plat Review Committee Comments — Barrington Hills Farm HARPS

Based on my review of the information provided for the Staff Plat Review Committee Meeting on April

20, 2016, | offer the following comments based on the Building Codes and Amendments adopted by

McHenry County:

Barrington Hills Farm HARPS

1) The allowable height and building areas will be dictated by [2006 IBC Table 503]. The
apparent gross square footage of the primary facility is approximately 38,600-sf. The
potential for Mixed Use and Occupancy Classifications would reduce the subject area
but likely require separation of occupancies, see notes below. Where in excess of the
allowable floor areas appropriate separation OR a fire suppression system will be
required. The follow information determines compliance with section 503:

a. Based on the documents submitted, the most apparent (Use and Occupancy)
Classification [2006 IBC 302] for the 40-stall horse barn, associated riding arena,
clinic and associated support spaces is a Mixed Use and Occupancy [2006 IBC
508] consisting of Business Group B (14,848-sf), Storage Group S1/2 (3,712-sf),
& Assembly A-4 (20,040-sf).

b. [2006 IBC 602] Construction Classification. The typical construction is list but not
classified. See IBC Table 601:

2006 IBC TABLE 601 FIRE-RESISTANCE RATING REQUIREMENTS FOR BUILDING ELEMENTS (hours)

TYPE I TYPE Il TYPE 1l TYPE IV TYPEV
BUILDING ELEMENT A B Ac B A B HT Ac B
Structural frame? 3b 20 1 0 1 0 HT 1 0
Bearing walls
Exteriore 3 2 1 0 2 2 2 1 0
Interior 3b 2b 1 0 1 0 1/HT 1 0
Nonbearing walls and partitions
Exterior See Table 602
Nonbearing walls and partitions o | o | of o] o | o | seesection60246| o 0
Interior
Floor co_nstruct|on . . 2 2 1 0 1 0 HT 1 0
Including supporting beams and joists
Roof construction 1/, | 104 164 0 164 0 HT 164 0
Including supporting beams and joists

O:\PERMIT\Building Division\Staff Plat\2016\2016-4.20\Memo_Barrington Hills HARPS_SPR Petition_4.20.16.docx
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Barrington Hills Farm Hooved Animal Rescue & Protection Society
April 15, 2016
Page 2

c. Required separations shall be located in plan, detailed for the specific
application and by the associated UL listing.

2) The electrical service to for the property and each structure will require detailed
definition and specifications.

a. Given the distance from the road and likely demand throughout the site the
services will be extensive. The main service from the utility company,
transformer, distribution cabinet, and service feeds to each facility/load shall be
located, specified, and accurately maintained throughout the project for final
records.

3) All publically accessible buildings; places of employment or visitors shall be compliant
with the lllinois Accessibility Code.

4) The number of plumbing fixtures for men and women shall comply with the lllinois
Plumbing Code.

a. Employee Toilet Room Facilities.

5) Wash Stalls, isolation stalls, and other rooms of similar that require floor drains may
require additional components such as traps, filters, or special waste holding due to the
nature of the use.

a. Coordination with the McHenry County Department of Health and the Septic
Designer may be required to identify the final system requirements and
components. These modified systems and/or components shall be compliant
with the lllinois Plumbing Code.

6) The Fox River Grove Fire District will conduct a review concurrent to the building permit
application. Additional comments resulting from the Fire District’s adopted ordinances
may result.

7) The vehicle garage with a second floor dwelling unit for staff care takers would require
Use and Occupancy Classification.

a. If the permanent use is related to the support of services required of the
primary building, it would like be identified as [2006 IBC 310] Residential Group
R-2.

b. If unassociated with the support and services of the primary building the
apartment would classified as a single family dwelling unit and regulated by the
International Residential code.

i. The current ordinance would require reconfiguration of the dwelling to
comply with the following:
1. [2006 IRC 304.1.1-0] The minimum livable ground floor area of
a single-family residence shall be no less than eight-hundred
(800) square feet.

GENERAL PERMIT CONSIDERATIONS

1) All construction documents submitted for permits shall be prepared by a design
professional licensed in the State of Illinois. That architect of record or engineer of
record will be required to certify modifications to the scope and any close out
documents.

2) Permit submittals shall demonstrate compliance with the current building codes and
amendments adopted by McHenry County. The adopted codes currently adopted are:

a. 2006 International Building Code
b. 2006 International Mechanical Code

0:\PERMIT\Building Division\Staff PIat\2016\2016-4.20\Memo_Barrington Hills HARPS_SPR Petition_4.20.16.dOCX
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Barrington Hills Farm Hooved Animal Rescue & Protection Society
April 15, 2016
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2006 International Fire Code

2008 National Electric Code

The lllinois Plumbing Code

The lllinois Accessibility Code

The lllinois Energy Conservation Code (2015 International Energy Efficiency
Code)

O A
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